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accessories + cable data

requested cable information
to supply the optimal accessories solution detailed cable data
are required. please send the completed cable data form with
your inquiry.

remarks

network data:

operation voltage kV

basic impulse level kV

short circuit current (conductor) ka

short circuit current (shield) ka system grounding  solid  isolated  resonant

customer name/project name:

offer no.:

order no.:

date:

name:

cable data

diameter (mm) ________ ________ ________ ________ ________ ________ ________ ________ ________

diameter (mm) min. ________ ________ ________

diameter (mm) max. ________ ________ ________

cross section (mm²) ________ ________ ________

thickness (mm) ________ ________ ________ ________ ________ ________ ________ ________ ________

 al  xLpe  cu wires  cu wires  cu wires  cu wires  pe

 cu  epr  cu tapes  cu tapes  cu tapes  cu tapes  pVc

 solid round  rubber  Lead  Lead  Lead  Lead

 solid sector  paper  al screen  al screen  al screen  al screen

 stranded  al wire  al wire  al wire  al wire

 circular  al tape  al tape  al tape  al tape

 Milliken  steel wire  steel wire  steel wire  steel wire

 Keystone  steel tape  steel tape  steel tape  steel tape

 corrug. al  corrug. al  corrug. al  corrug. al

 corrug. cu  corrug. cu  corrug. cu  corrug. cu

 filler  filler  filler

 Laminated

dfffoil al

 Laminated

dfffoil al

 Laminated

dfffoil al

 Laminated

dfffoil al

 Laminated

dfffoil cu

 Laminated

dfffoil cu

 Laminated

dfffoil cu

 Laminated

dfffoil cu

conductor semicon-
ductive
inner layer

dielectric semicon-
ductive
outer layer

screen screen/
amouring

special special oversheath


